Notes:
1. A title commitment was not provided. Property may be subject to additional
easements of record, if any.
2. St. Louis County Benchmark 13-211 NAVD88(SLC2011a) Elev = 698.91 Standard
DNR aluminum disk stamped SL-22 situated in an area of gravel and sparse grass
south of Olive Boulevard between the on and off ramps connecting northbound
Lindbergh Boulevard with eastbound Olive Boulevard; 66.8 feet east of a chiseled
"X" 3 feet above ground level on the east face of the northernmost of three steel Ibeam support posts for a MoDOT exit sign reading "67 North" with a directional
arrow above "Lindbergh Boulevard", roughly 20 feet south of the solid white stripe
along the south side of the southernmost eastbound driving lane of Olive Boulevard,
and 75 feet northeast of the solid yellow stripe along the northeast side of the exit
lane from eastbound Olive Boulevard to northbound Lindbergh Boulevard. (In
September 2012, two survey nail markers in the south asphalt shoulder of Olive
Boulevard were 20.4 feet northwest of SL-22 and 18 feet northeast of SL-22.)
Site Benchmark - Elevation 672.04 Top of Iron pipe found near the Northwest corner
of 47 Kentom Drive.
3. The underground utilities shown hereon were plotted from available information from
Missouri American Water Co., The Metropolitan St. Louis Sewer District, and
Laclede Gas Company, and do not necessarily reflect the actual existence,
nonexistence, size, type, capacity number, or location of these or other utilities nor
the ability to serve the existing or intended uses of this or adjacent sites. The
general contractor shall be responsible for verifying the actual location of all
underground utilities in the field, shown or not shown, prior to any grading,
excavation, or construction of improvements. These provisions shall in no way
absolve any party from complying with the Underground Facility Safety and Damage
Prevention Act, Chapter 319, RSMo. AmerenUE no longer releases maps of its
electric facilities.
4. Setback lines shown hereon, were taken from the recorded plat of the subdivision
and may not represent all setback restrictions that affect the property. Other sources
of setbacks that could affect the property may include the city’s zoning code, the
city’s building code and subdivision indentures and restrictions.
5. Drip line of trees shown is based on the assumed ratio of one inch of trunk diameter:
one foot of drip line radius.

We, Volz Inc., have during August 2017, by order of Abbie Carlin, made a Property
Boundary Survey and Topographic Survey of “A tract of land being Lot 3 of 'Kenneth
Meadows' Southwest 1/4 Section 6, Township 45 North - Range 6 East, City of Olivette,
St. Louis County, Missouri”. This survey was executed in accordance with the current
Missouri Standards for Property Boundary Surveys of the Missouri Board for Architects,
Professional Engineers, Professional Land Surveyors, and Professional Landscape
Architects and the Missouri Department of Agriculture and meets the accuracy
requirements set forth for Urban Property.

